handles d.44, for cartridge d.35
maniglie d.44, per cartuccia d.35

code A (M8x1) B C D [mm]
106238 Vv M4 7.8 %
106239 Vv J6.5 - M4 7.8 l
910160 M4 7.8
—————
914206 M4 8.6
(inclined) \
—————————
447138 Vv M5 5.5 @
107139 Vv 6.5 - M4 7.8
449139 Vv 7.8 - M4 7.8

400



handles d.44 (following)

maniglie d.44 (segue)

code C D E
106320 - handle d.44 M4 7.8 Vv
106318 - lever

106319 - screw

825102 - handle d.44 M5 7.8 Vv
106318 - lever

106319 - screw

handle d.50 , for cartridge d.40

maniglia d.50, per cartuccia d.40

code A (M8x1) B C D
510251 V - M5 9.6

f/

c/
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handles square 42, for cartridge d.35
maniglie q.42, per cartuccia d.35

code A C D

447201 Vi M5 5.2 0

825102 M5 5.2

107429 V- M5 5.2 0

handles square 40, for cartridge d.35

maniglie q.40, per cartuccia d.35

code A C D

555201 Vi M4 5.7 0
_

555101 Vv M4 6.2 0
x_/

555102 M4 6.2

—==J
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levers

leve
code A B
448132 @9 11
448133 @9 40.5
106237 a9 54.5
106233 @9 64.5
106235 @9 150
106236 conic, ¥9-312.8 68
106234 conic, @9-312.8 110.5
510253 10 76

- B

3

=

code A B code A B

447224 er10 -312 36 555266 er9.7 -312.8 10

447204 sz10 -312 65 555248 er9.7 -012.8 65
() O < ]

code A B code A B

555267 er9.7 -012.8 10

447203 er10 -312 65 555203 er9.7 -312.8 65

O

<| D

< U
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